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Section 1 – General Information 

Introduction 

EtherCAT is an Ethernet based communication system and is known for its 
high cycle time and cost-efficient cabling and master application solutions. 
Brooks Instrument now introduces the EtherCAT® interface on its GP200 
Series platform.  

This manual is a supplement to the Brooks GP200 Series Installation and 
Operation Manual. It is assumed that the owner of this EtherCAT mass flow 
controller is thoroughly familiar with the theory and operation of this device. If 
not, it is recommended that the owner read the installation and operation 
manual first before continuing with this supplement.  

This manual assumes basic knowledge and understanding of EtherCAT (its 
topology and its method of logically accessing the data or parameters 
contained within the device). This manual is not intended to be a 
replacement to the EtherCAT specifications. It is recommended but not 
required for the purposes of this manual, that the user obtains a copy of the 
EtherCAT specifications (www.ethercat.org).  

This manual does not make any assumptions about any particular 
manufacturer of equipment or custom software used by the user to 
communicate with the Brooks device but assumes the user has thorough 
understanding of such equipment and any configuration software. Application 
Notes and FAQs are available at the Brooks Instrument web site 
(www.BrooksInstrument.com). 

EtherCAT®  is a registered trademark and patented technology,
licensed by Beckhoff Automation GmbH, Germany.

http://www.brooksinstrument.com/
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Definition of Terms 

Table 1-0-1 – Definition of Terms 

Abbreviation Description 
CDP Common Device Profile 
CoE CAN Application Protocol over EtherCAT 
ESC EtherCAT Slave Controller 
ESI EtherCAT Slave Information (EtherCAT Device Description) 
ETG EtherCAT Technology Group 
MFC/MFM Mass Flow Controller/Mass Flow Meter 
OD Object Dictionary 
PDO Process Data Object 
PreOp Pre-Operational 
RO Read Only 
RW Readable and Writable 
RXPDO Receive PDO 
SDP Specific Device Profile 
SI Sub-Index 
TXPDO Transmit PDO 
WO Write Only 

Numbers 

Numeric values used throughout this manual will be clearly denoted as to the 
base numeric system it represents. All hexadecimal numbers (base 16) will 
be prefixed with a 0x, like 0xA4. All binary numbers (base 2) will be suffixed 
with a b, like 1001b. All other numbers that are not annotated this way will be 
assumed decimal (base 10).



http://www.ethercat.org/
http://www.beckhoff.com/
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Exceptions Display Codes and Reporting 

Whenever there is an active Error or Warning reported via the EtherCAT 
interface, that condition is also indicated on the display with the severity and 
the Display Code as defined in Table 2-3.  When more than one condition 
exists, then the most severe condition will be displayed.  The display will 
show the following information in the specified sequence: 

1. Normal selected information for 3 seconds;

2. Severity (“FAIL”, “ERR”, or “ALrT”) for 1 second;

3. Display Code for 1 second.

The display of any Error or Warning can be disabled individually via 
EtherCAT object 0x400B and via the diagnostic port.  See Table 2-3. 

For more detailed information on individual conditions, see Section 4 on 
Exceptions Implementation. 

Table 2-3 – Display Code Summary 

Display 
Code 

Condition Detected Reported As Severity Exception Type 

1 Non-Volatile Memory Failure 0x00000001 Failure Manufacturer Error 
2 Non-Volatile Corrupt 0x00000002 Failure Manufacturer Error 
4 Network Interface Failure 0x00000004 Failure Manufacturer Error 
5 Selected Calibration Invalid 0x00000008 Failure Manufacturer Error 
6 Identity Information Mismatch 0x00000010 Failure Manufacturer Error 

11 Sensor Failure 0x00000040 Failure Manufacturer Error 
12 Sensor Failure 0x00000040 Failure Manufacturer Error 
13 Flow Sensor Failure 0x00000100 Failure Manufacturer Error 
14 Pressure Sensor Failure 0x00000200 Failure Manufacturer Error 
15 Temperature Sensor Failure 0x00000400 Failure Manufacturer Error 
20 Factory Configuration Failure 0x00000020 Failure Manufacturer Error 
21 Factory Configuration Failure 0x00000020 Failure Manufacturer Error 
103 Non-Volatile Memory Error 0x00010000 Error Manufacturer Error 
105 Gas Page Invalid 0x00020000 Error Manufacturer Error 
109 Flow Sensor Error 0x00040000 Error Manufacturer Error 
110 Flow Sensor Error 0x00080000 Error Manufacturer Error 
113 Page Create Error 0x00020000 Error Manufacturer Error 
115 Process Flow Out of Range 

High 
0x00200000 Error Manufacturer Error 

116 Process Flow Out of Range 
Low 

0x00400000 Error Manufacturer Error 

125 Process Pressure Out of 0x00000004 Error Device Error 
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Range High 
126 Process Pressure Out of 

Range Low 
0x00000008 Error Device Error 

135 Temperature Out of Range 
High 

0x00000001 Error Device Error 

136 Temperature Out of Range 
Low 

0x00000002 Error Device Error 

140 PM Zero Process Error 0x00100000 Error Manufacturer Error 
141 FM Zero Process Error 0x00100000 Error Manufacturer Error 
145 Process Control Deviation 0x00800000 Error Manufacturer Error 
155 Actuator Alarm High 0x01000000 Error Manufacturer Error 
156 Actuator Alarm Low 0x02000000 Error Manufacturer Error 
215 Flow Warning High 0x00000100 Alert Manufacturer Warning 
216 Flow Warning Low 0x00000200 Alert Manufacturer Warning 
225 Pressure Warning High 0x00000400 Alert Manufacturer Warning 
226 Pressure Warning Low 0x00000800 Alert Manufacturer Warning 
235 Temperature Warning High 0x00001000 Alert Manufacturer Warning 
236 Temperature Warning Low 0x00002000 Alert Manufacturer Warning 
245 Control Deviation Warning 0x00010000 Alert Manufacturer Warning 
255 Actuator Warning High 0x00004000 Alert Manufacturer Warning 
256 Actuator Warning Low 0x00008000 Alert Manufacturer Warning 
260 Input Voltage Out of Range 0x00000008 Alert Manufacturer Warning 
270 Totalizer Overflow 0x00020000 Alert Manufacturer Warning 
272 Page Index Invalid 0x00000001 Alert Manufacturer Warning 
273 Page Not Active 0x00040000 Alert Manufacturer Warning 
274 Range Table Error 0x00000002 Alert Manufacturer Warning 
299 Warm Up 0x00000010 Alert Manufacturer Warning 

None Device ID Switch Changed 0x00040000 Alert Manufacturer Warning 
None Ramp Abort 0x00000010 Alert Device Error 
None Ramp Data 0x00000020 Alert Device Error 
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Slave Configuration

Introduction 

Based on the information provided by the EtherCAT Slave Information file 
(ESI, device description in XML format) and/or the EEPROM, master 
applications are able to configure the EtherCAT network. For the EtherCAT 
network configuration of the GP200 Series devices, ESI files are provided on 
the Brooks website or contact Brooks Technical Support for more info. 

The following table outlines the structure of the object dictionary and is 
divided into index areas as defined by ETG.5003. Not all index areas have 
objects defined within them, as demonstrated in the sections to follow. 

Table 3-1 – Object Dictionary Structure 

Index Object 
0x0000…0x0FFF Data Type Area 
0x1000…0x1FFF Communication Specific Data 
0x2000…0x5FFF Manufacturer Specific Data incl. Customer Requested Data 

0x2000 – 0x200B Manufacturer Specific Inputs 
0x200C – 0x200F Customer Requested Inputs 
0x3000 – 0x300B Manufacturer Specific Outputs 
0x300C – 0x300F Customer Requested Outputs 
0x4000 – 0x400B Manufacturer Specific Configuration Data 
0x400C – 0x400F Customer Requested Configuration Data 
0x5000 – 0x500B Manufacturer Specific Information Data 
0x500C – 0x500F Customer Requested Information Data 

0x6000…0xAFFF (SDP) Device Type Specific Data 
0x600x Input Data of the Modules 
0x700x Output Data of the Modules 
0x800x Configuration Data of the Modules 
0x900x Information Data Modules 
0xA00x Diagnosis Data of the Modules 

0xF0xx Semiconductor Device Profile Area 
0xF300 Value Range Setting 

0xF38x…0xF3Ax Exception Handling Data 
0xF5xx Manufacturer Specific Device Data incl. Customer Requested Data 
0xF6xx SDP and CDP Device Specific Inputs 
0xF7xx SDP and CDP Device Specific Outputs 
0xF8xx SDP and CDP Device Specific Configuration Data 
0xF9xx SDP and CDP Device Specific Information Data 
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0xFAxx SDP and CDP Device Specific Diagnosis Data 
0xFBxx SDP and CDP Command Objects 

Process Data Object (PDO) Mapping 

Process Data Object Mapping defines the data that is exchanged between 
the Master and the device using high speed data exchange. RxPDO 
Mapping defines the data that is sent from the Master to the device and 
TxPDO Mapping defines the data that is sent from the device to the Master. 
Note that the Master normally refers to RxPDO as Outputs and the TxPDO 
as Inputs. 

During network configuration, the user must configure the data to be 
exchanged. The Brooks GP200 Series devices provide a default and a 
flexible PDO Mapping object for each of the RxPDO and the TxPDO.  The 
user may select either the default or the flexible PDO Mapping, or both by 
using the PDO Assignment objects 0x1C12 and 0x1C13. 

Each flexible PDO Mapping may be configured with up to 10 objects.  
Objects assigned to a PDO Mapping must have the appropriate PDO access 
permission (see the Access column in the object definition tables).  Mapping 
an object requires the user to specify the object’s index, sub index, and size 
in bits in the PDO Mapping object. Objects with a data type that is not a 
multiple of 8 bits may require that a “pad” object be included so that the next 
object starts on an 8-bit boundary. An example of a data type that is not a 
multiple of 8 bits is the bool data type (1 bit).  A pad object has an object 
number of 0x0000:00 with a non-zero bit size. The pad object counts as one 
of the 10 objects that can be configured. It is best practice to group objects 
that are not a multiple of 8 bits so that only 1 pad is required.   

PDO mappings are sent from the Master to the device while the device is in 
PREOP state.  If the PDO mappings are not properly configured, the device 
will return an error when requested to transition to the SAFEOP state. The 
Error LED will flash RED and the resulting device state will be ERRPREOP. 

RxPDO Mapping 

The Brooks GP200 Series device supports one preconfigured, default 
RxPDO at 0x1600 and one user configurable RxPDO at 0x1601.  

The default RxPDO for each device profile are defined in the tables below: 
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Table 3-2 – Default RxPDO (EMFC Profile) 

PDO Index PDO Sub Index PDO Entry 
Index 

PDO Entry Sub 
Index 

Bit Length Name 

0x1600 0x01 0x7003 0x01 32 Flow SP [REAL] 
0x02 0x7009 0x01 8 Actuator Control 
0x03 0x7009 0x02 32 Actuator 

Position SP 
[REAL] 
See Note below. 

0x04 0x7008 0x01 32 Ramp Time 
Note: The Actuator Position SP functionality is not supported in GP200 Series devices.  However, the space must 
be included in this RxPDO to maintain compatibility with the ETG.5003.202x profile definition. Any value placed in 
this position is ignored. If the user wishes to eliminate this space, the Flexible RxPDO can be used. 

The following limitations apply to the flexible RxPDO (0x1601): 

• Any PDO entry from the dynamic or the default PDO may
only exist once. Setpoint (which can either be real or
integer) can only be declared once. If an entry is 
declared more than once, or any other PDO definition 
fault exists (bad gap, invalid entry, etc.), the device will 
not exit pre-op. 

• All objects assigned to active RxPDO will be Read-Only
when accessed via COE Mailbox.

TxPDO Mapping 

The Brooks GP200 Series device supports one preconfigured, default 
TxPDO at 0x1A00 and one user configurable TxPDO at 0x1A01.  

The default TxPDO for each device profile are defined in the tables below: 

Table 3-3 – Default TxPDO (EMFC Profile) 

PDO Index PDO Sub Index PDO Entry 
Index 

PDO Entry Sub 
Index 

Bit Length Name 

0x1Ann 0x01 0xF380 0x00 8 Active Exception 
Status 

0x02 0x6000 0x01 32 Flow Reading 
[REAL] 

0x03 0x6001 0x01 32 Pressure 
Reading [REAL] 

0x04 0x6002 0x01 32 Temperature 
Reading [REAL] 

0x05 0x6009 0x02 32 Position Read 
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back [REAL] 
See Note below. 

0x06 0x6009 0x01 32 Position Set 
point [REAL] 

Note: Position Read back [REAL] functionality is not supported in GP200 Series devices.  However, the space 
must be included in this TxPDO to maintain compatibility with the ETG.5003.202x profile definition.   The value of 
this object is always returns as 0.0.  If the user wishes to eliminate this space, the Flexible TxPDO can be used. 

The following limitations apply to the flexible TxPDO (0x1A01): 

• None

Communication Specific Data 

Table 3-4 – Communication Specific Data 

Index Sub 
Index 

Data Type Access Name Description 

0x1000 UDINT RO Device Type 5003. Sub-profile number is defined in 
0xF010  

0x1001 USINT RO Error Register Bit 0: generic error 
Bit 1: current error 
Bit 2: voltage error 
Bit 3: temperature error 
Bit 4: communication error 
Bit 5: device profile specific error 
Bit 6: reserved 
Bit 7: manufacturer specific error 

0x1008 STRING(n) RO Manufacturer Device 
Name 

Name of the device as non-zero 
terminated string (see ETG.1000) 

0x1009 STRING(n) RO Manufacturer 
Hardware Version 

Manufacturer Hardware Version 

0x100A STRING(n) RO Manufacturer 
Software Version 

Manufacturer Firmware Version 

0x100B STRING(n) RO Manufacturer 
Bootloader Version 

Manufacturer Bootloader Version 

0x1018 IDENTITY RO Identity Object 

0x01 UDINT RO Vendor ID 1538 

0x02 UDINT RO Product Code 777 
0x03 UDINT RO Revision Number ESI Revision 
0x04 UDINT RO Serial Number Numerical portion of the device serial 

number. For complete serial number see 
F9F0. 
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0x10F8 ULINT RO Timestamp Object Local Timestamp of the device in ns. 
See ETG.1020 

0x1600 RO Default RxPDO Map See Section 3.2 
0x1601 RW Flexible RxPDO 

Map 
See Section 3.2 

0x1A00 RO Default TxPDO Map See Section 3.2 
0x1A01 RW Flexible TxPDO Map See Section 3.2 
0x1C00 USINT RO Communication 

Type Sync Manager 
0x01 RO Communication 

Type Sync Manager 
1 

0: unused 
1: mailbox receive 
2: mailbox send 
3: process data output 
4: process data input 

0x02 RO Communication 
Type Sync Manager 
2 

0: unused 
1: mailbox receive 
2: mailbox send 
3: process data output 
4: process data input 

0x03 RO Communication 
Type Sync Manager 
3 

0: unused 
1: mailbox receive 
2: mailbox send 
3: process data output 
4: process data input 

0x04 RO Communication 
Type Sync Manager 
4 

0: unused 
1: mailbox receive 
2: mailbox send 
3: process data output 
4: process data input 

0x1C12 RW RxPDO Assignment See Section 3.2 
0x1C13 RW TxPDO Assignment See Section 3.2 
0x1C32 SCNC_PAR RO Output 

SyncManager 
Parameter 

0x01 RO Synchronization 
Type 

0x00: Free Run 

0x04 RO Synchronization 
Types supported 

Bit 0: Free Run supported 

0x1C33 SCNC_PAR RO Input SyncManager 
Parameter 

0x01 RO Synchronization 
Type 

0x00: Free Run 

0x04 RO Synchronization 
Types supported 

Bit 0: Free Run supported 
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Manufacturer Specific Data 

Manufacturer Specific Inputs 

Table 3-5 – Manufacturer Specific Inputs 

Index Sub 
Index 

Data Type Access Name Description 

0x2000 USINT RO Sensor: Flow 
Totalizer 

0x01 ULINT RW 
TxPDO 

Flow Total 

 Manufacturer Specific Configuration Data 

Table 3-6 – Manufacturer Specific Configuration Data 

Index Sub 
Index 

Data Type Access Name Description 

0x4000 RO Sensor Flow 
0x01 Real RW Alarm Threshold 

High 
Specified in Flow Units (0x8000:01) 

0x02 Real RW Alarm Threshold 
Low 

Specified in Flow Units (0x8000:01) 

0x03 Real RW Alarm Settling Time milliseconds 
0x04 Real RW Warning Threshold 

High 
0x05 Real RW Warning Threshold 

Low 
0x06 Real RW Warning Settling 

Time 
0x4001 RO Sensor Pressure 

0x01 Real RW Alarm Threshold 
High 

Specified in Pressure Units (0x8001:01) 

0x02 Real RW Alarm Threshold 
Low 

Specified in Pressure Units (0x8001:01) 

0x03 Real RW Alarm Settling Time milliseconds 
0x04 Real RW Warning Threshold 

High 
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0x05 Real RW Warning Threshold 
Low 

0x06 Real RW Warning Settling 
Time 

0x4002 RO Sensor: 
Temperature Alarm 

0x01 Real RW Alarm Threshold 
High 

0x02 Real RW Alarm Threshold 
Low 

0x03 Real RW Alarm Settling Time 
0x04 Real RW Warning Threshold 

High 
0x05 Real RW Warning Threshold 

Low 
0x06 Real RW Warning Settling 

Time 
0x4008 RO Controller Deviation 

Alarm 
0x01 Real RW Alarm Deviation 

Error Band 
Specified in Flow Units (0x8000:01) 

0x02 Real RW Alarm Settling Time milliseconds 
0x03 Real RW Warning Deviation 

Error Band 
0x04 Real RW Warning Settling 

Time 
0x4009 RO Actuator Alarm 

0x01 Real RW Alarm Threshold 
High 

0x02 Real RW Alarm Threshold 
Low 

0x03 Real RW Warning Threshold 
High 

0x04 Real RW Warning Threshold 
Low 

0x400B RO Display Masks 
0x01 UDINT RW Display Mask, 

Device Errors 
A Bitmask to Enable/Disable the reporting 
of Device Errors on the display per Table 
2-3.

0x02 UDINT RW Display Mask, 
Device Warnings 

A Bitmask to Enable/Disable the reporting 
of Device Warnings on the display per 
Table 2-3. 

0x03 UDINT RW Display Mask, 
Manufacturer Errors 

A Bitmask to Enable/Disable the reporting 
of Manufacturer Errors on the display per 
Table 2-3. 

0x04 UDINT RW Display Mask, 
Manufacturer 
Warnings 

A Bitmask to Enable/Disable the reporting 
of Manufacturer Warnings on the display 
per Table 2-3. 
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Customer Requested Information Data 

Table 3-7 Customer Requested Information Data 

Index Sub 
Index 

Data Type Access Name Description 

0x500A RO Extended Gas 
Parameter Instance 
1 

0x01 RO Nominal Inlet 
Pressure 

0x02 RO Nominal Outlet 
Pressure 

0x500B RO Extended Gas 
Parameter Instance 
2 

0x01 RO Nominal Inlet 
Pressure 

0x02 RO Nominal Outlet 
Pressure 

0x500C RO Extended Gas 
Parameter Instance 
3 

0x01 RO Nominal Inlet 
Pressure 

0x02 RO Nominal Outlet 
Pressure 

0x500D RO Extended Gas 
Parameter Instance 
4 

0x01 RO Nominal Inlet 
Pressure 

0x02 RO Nominal Outlet 
Pressure 

0x500E RO Extended Gas 
Parameter Instance 
5 

0x01 RO Nominal Inlet 
Pressure 

0x02 RO Nominal Outlet 
Pressure 
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SDP Device Type Specific Data 

Input Data 

Table 3-8 – Input Data 

Index Sub 
Index 

Data 
Type 

Access Name Description 

0x6000 RO Sensor: Flow 
(floating) 

0x01 REAL RO 
TxPDO 

Flow Reading Current Flow Reading 
Units: Per Flow Data Unit 

0x6001 RO Sensor: 
Pressure 
(floating) 

0x01 REAL RO 
TxPDO 

Pressure 
Reading 

Current Pressure Reading 
Units: Per Pressure Data Unit 

0x6002 RO Sensor: 
Temperature 
(floating) 

0x01 REAL RO 
TxPDO 

Temperature 
Reading 

Current Temperature Reading 
Units: Per Temperature Data Unit 

0x6004 RO Sensor: Flow 
(integer) 

0x01 INT RO 
TxPDO 

Flow Reading Current Flow Reading 
Units: COUNTS(-32768 to +32767, 24576=100%FS) 

0x6005 RO Sensor: 
Pressure 
(integer) 

0x01 INT RO 
TxPDO 

Pressure 
Reading 

Current Pressure Reading 
Units: COUNTS(-32768 to +32767, 24576=100%FS) 

0x6006 RO Sensor: 
Temperature 
(integer) 

0x01 INT RO 
TxPDO 

Temperature 
Reading 

Current Temperature Reading 
Units: COUNTS(-32768 to +32767, 24576=100%FS) 

0x6009 RO Actuator 
0x01 REAL RO 

TxPDO 
Position Set 
point 

This is the read back of the Set point sent to the 
actuator. (e.g. valve voltage) 

0x600F RO Status 
0x01 BOOL RO 

TxPDO 
Service in 
Progress 

True if any command service has been started and 
currently active 
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Configuration Data 

Table 3-10  – Configuration Data 

Index Sub 
Index 

Data 
Type 

Access Name Description 

0x8000 RO Sensor: Flow 
(floating) 

0x01 UDINT RW Flow Data Unit Data Unit for Flow Reading (Ref. ETG.1004) 
SCCM= 0x00A00000 
SLM= 0x03A00000 
This value is non-volatile 

0x8001 RO Sensor: Pressure 
(floating) 

0x01 UDINT RW Pressure Data 
Unit 

Data Unit for Pressure Reading (Ref. 
ETG.1004) 
kPa(A)= 0x03220000 
psi(A)= 0x00A30000 
torr= 0x00A10000 
atm= 0x00A20000 
BAR= 0x004E0000 
mBAR= 0xFD4E0000 
Pa= 0x00220000 
This value is non-volatile 

0x8002 RO Sensor: 
Temperature 
(floating) 

0x01 UDINT RW Temperature 
Data Unit 

Data Unit for Temperature Reading (Ref. 
ETG.1004) 
C= 002D0000 
K= 00050000 
This value is non-volatile 

0x8008 RO Controller: Ramp 
Time 

0x01 UDINT RW Max Ramp Time Maximum Ramp Time per User Setting 
Units: millisec 
This value is non-volatile 

0x8009 RO Actuator 
0x01 USINT RW Safe State Specifies the behavior of the physical actuator 

while in safe state.  
MFC is in safe state while in INIT, BOOT, 
PREOP, or SAFEOP. 
0: Valve unactuated (default) 
1: Valve fully actuated 
2: Hold last set point (flow or position) 
This value is non-volatile 
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0x02 UINT RO Gas Number SEMI Number 
0x03 STRING 

(128) 
RO Gas Symbol Text Symbol 

0x04 STRING 
(128) 

RO Gas Name Gas Name Text 

0x05 REAL RO Minimum Full Scale Minimum nominal value for this BIN and gas 
type in sub index 02 
Units: SCCM 

0x06 REAL RO Nominal Full Scale Maximum nominal value for this BIN and gas 
type in sub index 02 
Units: SCCM 

0x07 REAL RO Configured Full Scale 
Range 

Configured full scale range for the specified 
gas type in sub index 02 
Units: SCCM 

0x08 REAL RO Minimum Flow SP Manufacturer Defined, for this Gas and Bin 
with Configured Full Scale Range 
Units: %FS 

0x09 REAL RO Maximum Flow SP Manufacturer Defined, for this Gas and Bin 
with Configured Full Scale Range 
Units: %FS 

0x0A UINT RO Device Bin Number Manufacturer defined 
0x0B UINT RO Gas Calibration file 

revision number 
Latest gas library revision stored in memory 

0x0C UINT RO Revision of supported 
gas table 

Revision number and description of update 

0x0D STRING 
(10) 

RO Date of Factory 
Calibration 

[DD/MM/YYYY] 

Semi Device Profile Area 

Table 3-12 – Semi Device Profile 

Index Sub 
Index 

Data 
Type 

Access Name Description 

0xF000 RO Semiconductor 
Device Profile 

0x01 UINT RO Index Distance Index offset between PDO entries of two 
consecutive modules (for ETG.5003 = 
0x10), e.g. 0x7000, 0x7010 

0x02 UNIT RO Maximum Number of 
Modules 

Up to 255 modules are possible. A device 
can support less than this. This entry 
described the supported number of 
modules 

0xF010 0x01 UDINT RO Module Profile List Each sub-index lists the profile-number of 
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Bit 7-31 - Reserved 
0xF384 0x01 UDINT RO 

TxPDO 
Active 
Manufacturer 
Error Details 

Expanded details of the manufacturer error 
exceptions specified by the manufacturer 

0xF390 USINT RO 
TxPDO 

Latched 
Exception 
Status 

A condensed summary byte describing the collection 
of device exceptions after corresponding masks 
(0xF3Ax) were applied.  
Bit 0: Device Warning  
Bit 1: Manufacturer Warning  
Bit 2: Device Error  
Bit 3: Manufacturer Error  
Bit 4...7: Reserved 

0xF391 0x01 UDINT RO 
TxPDO 

Latched 
Device 
Warning 
Details 

Expanded details of the SDP specific device warning 
exceptions 
Bit 0-31: Reserved 

0xF392 0x01 UDINT RO 
TxPDO 

Latched 
Manufacturer 
Warning 
Details 

Expanded details of the manufacturer warning 
exceptions specified by the manufacturer Mandatory 
if 0xF382 supported 

0xF393 0x01 UDINT RO 
TxPDO 

Latched 
Device Error 
Details 

Expanded details of the SDP specific device error 
exceptions 
Bit 0 - Temperature High - Alarm 
Bit 1 - Temperature Low – Alarm 
Bit 2 - Pressure High - Alarm 
Bit 3 - Pressure Low – Alarm 
Bit 4 - Valve (malfunction) 
Bit 5 - Ramp Data – Invalid data input 
Bit 6 - Ramp Error – Cannot complete ramp 
Bit 7-31 – Reserved 

0xF394 0x01 UDINT RO 
TxPDO 

Latched 
Manufacturer 
Error Details 

Expanded details of the manufacturer error 
exceptions specified by the manufacturer. 

0xF3A1 0x01 UDINT RW Device 
Warning 
Mask 

Bitmask to include the corresponding device warning 
exception bits (as defined in the device warning 
details) in the active and latched exception status 
objects (0xF380 bit 0 and 0xF390 bit 0), if the 
corresponding bit is TRUE.  
Default of all bits TRUE (no masking). 

0xF3A2 0x01 UDINT RW Manufacturer 
Warning 
Mask 

Bitmask to include the corresponding manufacturer 
warning exception bits (as defined in the 
manufacturer warning details) in the active and 
latched exception status objects (0xF380 bit 1 and 
0xF390 bit 1), if the corresponding bit is TRUE.  
Default of all bits TRUE (no masking).  

0xF3A3 0x01 UDINT RW Device Error 
Mask 

Bitmask to include the corresponding device error 
exception bits (as defined in the device error details) 
in the active and latched exception status objects 
(0xF380 bit 2 and 0xF390 bit 2), if the corresponding 
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If device has no physical inputs: time 
immediately prior to writing to input 
SyncManager 

SDP and CDP Device Specific Information Data 

Table 3-16 – SDP and CDP Device Specific Information Data 

Index Sub 
Index 

Data Type Access Name Description 

0xF9F0 STRING(n) RO Manufacturer 
Serial Number 

A string representing the manufacturer’s serial 
number for the device. Note: This may have the 
same value as 0x1018:04. 

0xF9F1 0x01 UDINT RO CDP Functional 
Generation 
Number 

Common device profile functional generation 
number which this device supports. 

0xF9F2 0x01 UDINT RO SDP Functional 
Generation 
Number 

SDP functional generation number which this 
module supports. It shall be specified by each 
SDP.  

0xF9F3 STRING(n) RO Vendor Name String identifying the vendor text. 
0xF9F4 0x01 STRING(n) RO Semiconductor 

SDP Device 
Name 

String identifying the device type of this device, 
as defined by the SDP. 

0xF9F5 0x01 USINT RW 
RxPDO 
TxPDO 

Output Identifier The host (e.g. PLC application) increments this 
value each output change to verify the device 
has received the output(s). The slave shall not 
change the received value. Value shall be 
copied to the TxPDO if 0xF9F5 is mapped. 

0xF9F6 UDINT RO Time since power 
on 

Time since device has been powered on in 
seconds. 

0xF9F7 UDINT RO Total time 
powered 

Total time device has received power in 
seconds. It persists through power cycle. 

0xF9F8 UDINT RO Firmware Update 
Functional 
Generation 
Number  

FW Update Functional Generation Number 
supported by the device/module. Value shall be 
specified by the Firmware Update Profile 
(ETG.5003-2) 
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Index Sub 
Index 

Data 
Type 

Access Name Description 

255: command is executing (if the percentage 
display is not supported) 

0x03 ARRAY 
[0..1] OF 
BYTE 

RO Response Byte 0: see Sub Index 2 
Byte 1: unused (shall be 0) 

0xFB12 COMMA
ND_PAR 

Set 
Temperature 
Sensor 

Service causes the device to modify temperature 
reading [0x6nn2.01 and 0x6nn6.01] value equals 
the target value sent with the request. Note: “Real” 
values are rounded to nearest “Int” value, when 
converting the offset from Real to Integer data 
type 

0x01 ARRAY 
[0..3] OF 
BYTE 

WRITE_
OP 

Command Send adjusted reading [REAL] 

0x02 USINT RO Status Supported values: 
0: last command completed, no errors, no reply 
1: Reserved 
2: last command completed, error, no reply 
3: Reserved 
100-200: indicates how much of the command has
been executed (in %, 100 = 0 %, 200 = 100 %)
255: command is executing (if the percentage
display is not supported)

0x03 ARRAY 
[0..1] OF 
BYTE 

RO Response Byte 0: see Sub Index 2 
Byte 1: unused (shall be 0) 

0xFB13 RW Cardinal Point 
Calibration 

0x01 RW Command 
0x02 RO Status 
0x03 RO Response 

0xFB14 RW Create Gas 
Page Service 

Offset 0:1  -> Gas ID (uint16) 
Offset 2 -> Page number (uint8) 
Offset 3:6 -> Configured Range (Float) 

0x01 RW Command 
0x02 RO Status 
0x03 RO Response 

0xFBF0 COMMA
ND_PAR 

Device Reset 
Command 

Execution of this command causes the device to 
emulate a complete power cycle. This includes an 
ESC reset. Some devices may require this reset to 
maintain a specific state not matching power cycle 
behavior for proper operation, per the SDP.  
Note: As consequence of an ESC reset all 
following devices are disconnected from the 
network. There are two versions of this command:  
Standard Reset: as described above  
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Index Sub 
Index 

Data 
Type 

Access Name Description 

(1) 
0xFBF2 COMMA

ND_PAR 
Store 
Parameters 
Command 

Execution of this command will store all 
parameters to non-volatile memory. If a device 
automatically saves all non-volatile parameters at 
the time they are written, this command will not 
take any action. 

0x01 STRING 
(4) 

RW Command Read:  
Bit 1 = 1: slave saves the non-volatile parameters 
automatically when they are written 
Bit 2-31: reserved, shall be 0 

Write:  
No action since slave saves the non-volatile 
parameters automatically  

0x02 USINT RO Status Supported values: 
0: last command completed, no error, no response 
1: Reserved 
2: last command completed, error, no response 
3-99: Reserved; shall be 0
100-200: indicates how much of the command has
been executed (in %, 100 = 0%, 200 = 100%)
201-254: Reserved; shall be 0
255: command is executing (if the percentage
display is not supported)

0x03 STRING 
(1) 

RO Response Byte 0: See Sub index 2 

0xFBF3 RO Calculate 
Checksum 
Command 

Execution of this command calculates a checksum 
for all writeable, non-volatile parameters as 
currently stored in non-volatile memory.  

0x01 ARRAY 
[0…3] 
OF BYTE 

RW Command Read: Returns information about the supported 
checksum type 
Bit 0= 1 Non-volatile parameters supported 
Bit 4-6 Reserved, shall be 0 
Bit 7= 1 Manufacturer specific algorithm 
Bit 8…31: Reserved 

Write: 
Bit 0=1 Use default checksum algorithm of the 
slave 

0x02 USINT RO Status Supported values: 
0: Default value if the command has not been 
initiated. Not a supported value otherwise. 
1: Last command completed, no error, reply ready 
3-99: Reserved
100-200: Indicates how much of the command has
been executed (in %, 100 = 0%, 200 = 100%)
201-254: Reserved; shall be 0
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Index 
Sub 
Index 

Data 
Type Access Name Description 

0xF3A2 0x01 UDINT RW Manufacturer 
Warning Mask 

A Bitmask to Enable/Disable the reporting of 
Manufacturer Warnings per Table 4-4. A bit 
defined as a 1 enables the corresponding 
exception. 

0xF3A3 0x01 UDINT RW Device Error Mask A Bitmask to Enable/Disable the reporting of 
Manufacturer Warnings per Error! Reference 
source not found..  A bit defined as a 1 
enables the corresponding exception. 

0xF3A4 0x01 UDINT RW Manufacturer Error 
Mask 

A Bitmask to Enable/Disable the reporting of 
Manufacturer Warnings per  
  A bit defined as a 1 enables the 
corresponding exception. 

0x400B* 0x01 UDINT RW Display Mask, 
Device Errors 

A Bitmask to Enable/Disable the reporting of 
Device Errors on the display per Table 2-3. 

0x400B* 0x02 UDINT RW Display Mask, 
Device Warnings 

A Bitmask to Enable/Disable the reporting of 
Device Warnings on the display per Table 2-3. 

0x400B* 0x03 UDINT RW Display Mask, 
Manufacturer Errors 

A Bitmask to Enable/Disable the reporting of 
Manufacturer Errors on the display per Table 
2-3.

0x400B* 0x04 UDINT RW Display Mask, 
Manufacturer 
Warnings 

A Bitmask to Enable/Disable the reporting of 
Manufacturer Warnings on the display per 
Table 2-3. 

* Manufacturer defined

Table 4-2: Device Errors 

Display 
Code 

Condition Detected Reported As Severity Exception Type 

125 Process Pressure Out of 
Range High 

0x00000004 Error Device Error 

126 Process Pressure Out of 
Range Low 

0x00000008 Error Device Error 

135 Temperature Out of Range 
High 

0x00000001 Error Device Error 

136 Temperature Out of Range 
Low 

0x00000002 Error Device Error 

None Ramp Abort 0x00000010 Alert Device Error 
None Ramp Data 0x00000020 Alert Device Error 

Table 4-3: Manufacturer Errors 

Display 
Code 

Condition Detected Reported As Severity Exception Type 

1 Non-Volatile Memory Failure 0x00000001 Failure Manufacturer Error 
2 Non-Volatile Corrupt 0x00000002 Failure Manufacturer Error 
4 Network Interface Failure 0x00000004 Failure Manufacturer Error 
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5 Selected Calibration Invalid 0x00000008 Failure Manufacturer Error 
6 Identity Information Mismatch 0x00000010 Failure Manufacturer Error 

11 Sensor Failure 0x00000040 Failure Manufacturer Error 
12 Sensor Failure 0x00000040 Failure Manufacturer Error 
13 Flow Sensor Failure 0x00000100 Failure Manufacturer Error 
14 Pressure Sensor Failure 0x00000200 Failure Manufacturer Error 
15 Temperature Sensor Failure 0x00000400 Failure Manufacturer Error 
20 Factory Configuration Failure 0x00000020 Failure Manufacturer Error 
21 Factory Configuration Failure 0x00000020 Failure Manufacturer Error 
103 Non-Volatile Memory Error 0x00010000 Error Manufacturer Error 
105 Gas Page Invalid 0x00020000 Error Manufacturer Error 
109 Flow Sensor Error 0x00040000 Error Manufacturer Error 
110 Flow Sensor Error 0x00080000 Error Manufacturer Error 
113 Page Create Error 0x00020000 Error Manufacturer Error 
115 Process Flow Out of Range 

High 
0x00200000 Error Manufacturer Error 

116 Process Flow Out of Range 
Low 

0x00400000 Error Manufacturer Error 

Table 4-4: Manufacturer Warnings 

Display 
Code 

Condition Detected Reported As Severity Exception Type 

215 Flow Warning High 0x00000100 Alert Manufacturer Warning 
216 Flow Warning Low 0x00000200 Alert Manufacturer Warning 
225 Pressure Warning High 0x00000400 Alert Manufacturer Warning 
226 Pressure Warning Low 0x00000800 Alert Manufacturer Warning 
235 Temperature Warning High 0x00001000 Alert Manufacturer Warning 
236 Temperature Warning Low 0x00002000 Alert Manufacturer Warning 
245 Control Deviation Warning 0x00010000 Alert Manufacturer Warning 
255 Actuator Warning High 0x00004000 Alert Manufacturer Warning 
256 Actuator Warning Low 0x00008000 Alert Manufacturer Warning 
260 Input Voltage Out of Range 0x00000008 Alert Manufacturer Warning 
270 Totalizer Overflow 0x00020000 Alert Manufacturer Warning 
272 Page Index Invalid 0x00000001 Alert Manufacturer Warning 
273 Page Not Active 0x00040000 Alert Manufacturer Warning 
274 Range Table Error 0x00000002 Alert Manufacturer Warning 
299 Warm Up 0x00000010 Alert Manufacturer Warning 

None Device ID Switch Changed 0x00040000 Alert Manufacturer Warning 
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Error and Warning Condition Descriptions 

Non-Volatile Memory Failures (Display Codes 1, 2, 103, 105) 

This condition is reported when a non-volatile memory failure is detected.  If 
any non-volatile memory failure occurs, the device must be serviced to 
guarantee that is performing properly. 

Network Interface Failure (Display Code 4) 

This condition is reported when the device detects that a critical component 
in the primary communications network has failed.  Note that not all 
component failures can be detected.   

Selected Calibration Invalid (Display Code 5) 

This condition is reported when the device detects the calibration 
linearization table stored in the selected gas page is not valid.  This should 
never occur if this table is created by Brooks Instrument supplied calibration 
tool. 

Identity Information Mismatch (Display Code 6) 

This condition is reported when the product and revision code do not match 
the firmware SII. 

Flow Sensor Failure (Display Code 11,12, 13, 109, 110) 

This condition is reported when the device detects failures of the flow sensor 
and/or related electronics, connector, or cable.  Note that this condition is 
reported as both Sensor Failure and Flow Sensor Error. 



36 

 Section 4 - Exceptions Implementation 

Pressure Sensor Failure (Display Code 14) 

This condition is reported when the device detects failures of the pressure 
sensor. 

Temperature Sensor Failure (Display Code 15) 

This condition is reported when the device detects a failure of the 
temperature sensor and/or related electronics.   

Gas Database Failure and Error (Display Codes 20, 21) 

This condition is reported when the device detects a factory configuration 
failure. 

Page Create Error, Page Index Invalid, Page Not Active, Range Table Error (Display Codes 113, 272, 
273, 274) 

This condition is reported when there is an error with the gas page creation 
process.  

Process Flow Out of Range (Display Codes 115, 116, 215, 216) 

This condition is reported when the measured flow (0x6000:01) is out of the 
user specified limits for the specified time.  The user specified limits are set 
using object 0x4000.  Flow limits must be specified in the Flow Units as 
defined by 0x8000:01 and the time is set in milliseconds. 

Table 4-5 – User Specified Flow Limits 

Index Sub 
Index 

Data 
Type 

Access Name Description Default Value 

0x4000 Sensor Flow 
0x01 Real RW Alarm Threshold 

High 
Specified in Flow Units 
(0x8000:01) 

110% FS 

0x02 Real RW Alarm Threshold Low Specified in Flow Units -10% FS
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(0x8000:01) 
0x03 Real RW Alarm Settling Time milliseconds 0 ms 
0x04 Real RW Warning Threshold 

High 
0x05 Real RW Warning Threshold 

Low 
0x06 Real RW Warning Settling 

Time 

Process Pressure Out of Range (Display Codes 125, 126, 225, 226) 

This condition is reported when the measured pressure (0x6001:01) is 
outside of the user specified limits for the specified time.  The user specified 
limits are set using object 0x4001.  Pressure limits must be specified in the 
Pressure Units as defined by 0x8001:01 and the time is set in milliseconds.  
NOTE: Pressure limits are also readable using the Sensor Pressure 
Information at 0x9001 in percent of full scale as defined by the Mass Flow 
Controller Specific Device Profile (SDP), ETG.5003.202x. 

Table 4-6 – User Specified Pressure Limits 

Index Sub 
Index 

Data 
Type 

Access Name Description Default Value 

0x4001 Sensor 
Pressure 

0x01 Real RW Alarm 
Threshold High 

Specified in Pressure Units 
(0x8001:01) 

100 psia 

0x02 Real RW Alarm 
Threshold Low 

Specified in Pressure Units 
(0x8001:01) 

0 psia 

0x03 Real RW Alarm Settling 
Time 

milliseconds 0 ms 

0x04 Real RW Warning 
Threshold High 

0x05 Real RW Warning 
Threshold Low 

0x06 Real RW Warning 
Settling Time 

Temperature Out of Range (Display Codes 135, 136, 235, 236) 

This condition is reported when the measured temperature (0x6002:01) is out 
of the device allowable limits.  The device allowable limits are defined by the 
manufacturer and cannot be adjusted (5oC to 70oC).   





39 

Section 4 - Exceptions Implementation 

Voltage Input Out of Limits (Display Code 260) 

This condition is reported when the voltage on the device power input is 
outside of the following limits: 

• +/- 25% of the nominal 24 Volts for 0.2 seconds

• +/- 20% of the nominal 24 Volts for 1 second.

Totalizer Overflow Alert (Display Code 270) 

This condition is reported when the flow totalizer reaches its maximum value. 
The flow totalizer is a 64-bit unsigned integer which reports total flow in 
sccm.  When the totalizer value reaches its maximum value of 
0xFFFFFFFFFFFFFFFF (greater than 18 * 1018) sccm, the totalizer will stop 
and the Totalizer Overflow Alert will occur.  The flow totalizer value can be 
reset to zero by writing a zero to object 0x2000:01. 

Warm-up (Display Code 299) 

This condition is reported when the device has been powered for less than 
the time specified as the device warmup time, typically 60 min.  During this 
period, the device has not reached equilibrium temperature and may not be 
accurate to specification. 

Device ID Switch Changed Alert (No Display Code) 

This condition is reported when the device EtherCAT address rotary switches 
have been changed and do not represent the address last reported to the 
Master.  Note: If the master is using station alias address register to access 
the device address (known as legacy addressing), then the device cannot 
detect when the master has read the switch setting and this condition will be 
reported until the MFC has power cycled or otherwise reset. 
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